
Reliable Desktop Scanner

Never Compromise  
on Quality!



Made for Professionals!

REINER stands for total quality and 
long-lasting products.

More time for you, more service for your 
customers

Cut down your post-processing work with REINER high-reso-
lution scan quality. The excellent recognition properties of 
our scanners boost your efficiency and significantly reduce 
processing effort.

Non-Stop Availability

REINER scanners are robust and reliable, giving your 
deployments the highest levels of availability and user 
satisfaction.

Excellent Support and Service

Working closely with you, we help to solve any issues which 
may arise from your initial integration of our scanners 
through to productive operations.

REINER: Quality, Innovation, Partnership

Just give us a try!
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RS 863/864 – Bulk desktop scanner

For fast batch processing of cheques, prescriptions, payments,  
coupons and any other small-format documents
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RS 900 – Front Desk Scanner

Fast, compact and very reliable scanner designed for tellers, 
point of sales or remote capture applications
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RS 863/864 – Bulk desktop scanner

Description

The RS 863 with its feeder for bundles of up 
to 50 documents, and the RS 864 for up
to 150 documents, are the ideal scanners for 
character recognition systems.

These devices combine speed and flexibility 
in an unusually compact design, for 
problem-free processing of up to 8000 
documents per hour. The RS 863/864 
scanners are equipped with front and rear 
colour cameras producing images in full 
colour, greyscale, and black-and-white. MICR 
codelines (CMC7 and E13B) are read with the 
MICR read-head and documents can be 
endorsed on the rear with the alphanumeric 
inkjet printer.

Their straight-through document path, 
robust build and high-quality precision 
engineering assure a high level of operatio-
nal reliability.

Features

•	 Auto feeder
•	 Double feed detection
•	 Fully accessible straight  

paper path transport
•	 Front & back colour cameras
•	 MICR reader
•	 Manual or automatic scan start 
•	 Paper path monitoring
•	 Inkjet endorser
•	 USB 2.0 interface
•	 TWAIN and API software interface

RS 863/864

For fast batch processing of cheques, 
prescriptions, payments, coupons and any 
other small-format documents.
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Document Specifications:
•	 Height: 60 mm to 106 mm
•	 Length: 65 mm to 210 mm 
•	 Weight: 70 mm to 120 g/m²
•	 Thickness: 0.07 mm to 0.12 mm

Optional: additional paper specifications 
on demand!

Performance:
•	 Continuous feeder capacity:

•	 50 documents (RS 863)
•	 150 documents (RS 864)

•	 Output pocket for 250 documents
•	 Speed for documents with length  

150 mm:
•	 70 docs/min with 200 dpi   

greyscale images of both sides
•	 35 docs/min with 200 dpi colour 

images of both sides
•	 35 docs/min with 200 dpi black/white 

image of front-side and 100 dpi 
greyscale-images of both sides

•	 140 docs/min with 100 dpi   
greyscale images of both sides

•	 70 docs/min with 100 dpi  
colour images of both sides

Paper Path Monitoring:
•	 2 contact sensors
•	 Double feed control & thickness  

sensors

Image Capture System:
•	 Colour CIS cameras for front and back
•	 Scan window: 109.7 mm x 230 mm
•	 Physical resolution:

•	 vertical: 200 dpi
•	 horizontal: 100 to 300 dpi

•	 Dropout colour: red, green or blue
•	 Image output: 1-bit b/w up to 24-bit 

colour
•	 Image formats: .bmp, .jpg, TIFF G4

MICR Reader:
•	 For magnetic code lines (CMC7 or E13B)

Endorser:
•	 Inkjet printer after the rear-side camera
•	 Horizontal resolution: 7 or 14 cpi
•	 Font height: 3.2 mm
•	 Font: similar to OCR-B
•	 Printing from left document edge  

(max. 80 characters)  
•	 Print position: 58 mm from 

document lower edge 

Interface:
•	 USB 2.0 (60 MB/s)

Software:
•	 TWAIN 1.8 and API interface for: 

Windows 2000, Windows XP, 
Windows Vista, Windows 7

•	 IQA-API available
•	 Update by Firmware download

Environmental Conditions:
•	 During operation:

•	 Temperature: +10 °C to +35 °C
•	 Humidity: 30 % to 70 %

•	 In storage or during transportation:
•	 Temperature: -40 °C to +70 °C
•	 Humidity: 10 % to 90 %

Dimensions (L x W x H):
•	 322 mm x 156 mm x 245 mm

Weight:
•	 6.5 kg

Colours:
•	 Metal case: grey (RAL 7035)
•	 Case base/dome: blue (RAL 5014)

Noise: 
•	 < 60 dBA (accord. ISO 7779)

Power:
•	 Wall socket 100 - 240 VAC, 50/60 Hz,  

100 W

Approvals: 
Conforms to: 
•	 EMC-Guideline  2004/108/EG 

Low-voltage guideline 2006/95/EG

Non-MICR models available!
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RS 900 – Front Desk Scanner

Description

With its small footprint and high reliability 
the RS 900 is the perfect desktop scanner for 
distributed financial applications.

Thanks to its straight paper path design 
it has no problem scanning documents like 
ID cards and driving licences as well.

Its front and back colour cameras can make 
multiple images: high-resolution black/
white for excellent OCR/ICR recognition, plus 
colour for ergonomic viewing or greyscale for 
compact legal archiving. The RS900-263 can 
capture additional images displaying 
Infrared and Ultraviolet security features.

The integrated MICR reader and rear-side
inkjet endorser round-out this attractive
package.

Features

•	 Front and back cameras  
(RS900-263: frontside camera with RGB 
and  aditional IR and UV functions)

•	 Straight paper transport
•	 Easy access to the document track
•	 MICR reader
•	 Endorser
•	 USB 2.0 interface 
•	 TWAIN and API software interface

RS 900 

Fast, compact and very reliable scanner 
designed for tellers, point of sales or 
remote capture applications.

Choice of two models:
•	 RS 900-007 RGB
•	 RS 900-263 RGB, UV, IR
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Document Specifications:
•	 Paper:

•	 Height: 50 mm to 110 mm
•	 Length: 80 mm to 230 mm
•	 Weight: 70 mm to 180 g/m²
•	 Thickness: 0.07 mm to 0.15 mm

•	 Plastic Card (e.g. credit card):
•	 Width: 55 mm to 100 mm 

dependent on thickness 
•	 Length: 80 mm to 230 mm
•	 Thickness: 0.12 mm to 0.8 mm

Scan Speed:
•	 420 mm/s for 100 dpi grey or b/w
•	 210 mm/s for 200 dpi grey or b/w
•	 70 mm/s for 200 dpi 24 bit full colour  

Time needed for a 200 x 200 dpi greyscale 
image on a 150 mm document: < 2 sec

Image Capture System:
•	 CIS colour sensors, front and back side
•	 Scan width: 109.7 mm
•	 Physical resolution:

•	 vertical: 200 dpi
•	 horizontal: 100 to 300 dpi

•	 Dropout colour: red, green, blue, infrared, 
ultraviolet

•	 Image output: 1 bit b/w up to 24 bit 
colour

•	 Image formats: .bmp, .jpg, TIFF G4

MICR Reader: 
•	 For magnetic codelines (E13B,CMC7)

Endorser:
•	 On the rear-side: 

•	 Inkjet printer before the  
rear-side camera

•	 Horizontal resolution: 10 cpi
•	 Character height: 3.2 mm

•	 Font: similar to OCR-B
•	 Printing can start at 35 mm  

from document left edge  
•	 Print position: 6 mm from 

document lower edge 

Control and Data Interface:
•	 USB 2.0 (480 MBits/s)

Software:
•	 TWAIN 1.8 or API interface for: 

Windows 2000, Windows XP, 
Windows Vista, Windows 7

•	 Ranger API
•	 IQA-API available
•	 Update by firmware download

Environmental Conditions:
•	 In operation:

•	 Temperature: +10 °C to +35 °C
•	 Humidity: 30 % to 70 %

•	 In storage or during transportation:
•	 Temperature: -40 °C to +70 °C
•	 Humidity: 10 % to 90 %

Dimensions (L x W x H):
•	 245 mm x 95 mm x 175 mm 

Weight:
•	 2 kg 

Colour: 
•	 Case outside: light grey (RAL 7035)
•	 Case inside: deep black (RAL 9005)

Noise: 
•	 < 60 dBA (accord. ISO 7779)

Power:
•	 Wall socket 90 - 264 VAC, 50 - 60 Hz, 

25 W, (24 VDC, 1.05 A on secondary side)

Approvals: 
Conforms to: 
•	 EMC-Guideline 2004/108/EG 

Low-voltage guideline 2006/95/EG
•	 GS-Certified according to:  

EN 60950-1:2006 + A11:2009 + A1:2010 
+ A12:2011 
EK1-ITB2000:2013 
EN ISO 13857:2008 
DIN EN ISO 12100:2010 (partly) 
EN ISO 7779: 2001 + A1: 2003 
PAH requirement ZEK 01.4-08

•	 CSA-Certified for USA and Canada 
according to:  
CAN/CSA-22.2 No. 60950-1-07,  
2nd Edition 
UL 60950-1, 2nd Edition

•	 CCC –certified for China according to: 
GB4943-2001 GB9254-2008  
GB17625.1-2003

Both models are available!
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RS 900 opened - simple to use and highly 
reliable thanks to the straight-through paper 
path

UV image – authentication features 
visible (logos and serial number)

RGB – full-colour image – 
authentication features not visible

IR image – authentication features visible 
(logo and background no longer visible)
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Award for 
Operational
Excellence


